
CAPACITY
TO 1,400 GPM

TEMPERATURE
TO 500˚F

HEAD
TO 655 FEET

2996

In-Line 
Process Pump
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STURDY MOTOR SUPPORT
OPEN DESIGN PROVIDES BUILT-IN PUMP 
TO MOTOR ALIMENT & EASY ACCESS
MAINTENANCE 

FLEXIBLE COUPLING OPTIONS

EXTERNAL IMPELLER 
ADJUSTMENT
EASILY MAINTAIN LONG-TERM
EFFICIENCY

INTEGRATED BACK PULL-OUT
INTERNAL PARTS INTERCHANGEABLE  
BETWEEN 2196 STO & MTO MODELS

 

OPEN IMPELLER
SUITED FOR HANDLING SOLIDS, STRINGY MATERIALS,
CORROSIVES & ABRASIVES. BACKSIDE PUMPOUT VANES
& BALANCE HOLES REDUCE AXIAL THRUST AND 
STUFFING BOX PRESSURE

 

HEAVY DUTY SHAFT 
& BEARINGS
INTEGRAL BEARINGS CARRY
ALL HYDRAULIC LOADS.

 

THICK WALLED CASING
ANSI 150# FLANGES STANDARD
ANSI 300# FLANGES AVAILABLE

CONTOURED SUCTION
FOR DECREASED TURBULENCE
& LOW NPSH REQUIREMENTS 

SHAFT SEALING
LARGE OR STANDARD BORE 
CHAMBER OPTIONS 

Note:  Performance & Sizing curves are provided for reference only.
For specific information, contact your distributor or the manufacturer.

Performance / Sizing Charts
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DIMENSIONS DETERMINED BY MOTOR

PUMP DIMENSIONS

STO 6" STO 8" MTO 10" MTO 13"
143TC 17.5 N/A

145TC 17.5 N/A

182TC 19.25 19.9

184TC 19.25 19.9

213TC 19.25 19.9

215TC 19.25 19.9

254TC 19.25 19.9

256TC 19.25 19.9

284TSC 19.25 19.9

286TSC 19.25 19.9

324TSC N/A N/A

326TSC N/A N/A

364TSC N/A N/A

365TSC N/A N/A

404TSC N/A N/A

405TSC N/A N/A
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Pump Weight
(Less Motor)

LBS (KGS) 
1.5X2-6 1 1/2 2 2 1/8 (54) 4 1/2 (114) 15 (381) 6 3/4 (171) 6 1/2 (165) 190 (86)
2X3-6 2 3 2 3/16 (56) 4 7/8 (1118) 17 (432) 7 1/2 (191) 6 1/2 (165) 205 (93)

1.5X3-8 1 1/2 3 1 11/16 (43) 5 1/4 (133) 19 (483) 8 3/8 (213) 6 5/8 (168)) 210 (95)
1.5X3-10 1 1/2 3 2 3/8 (60) 5 (127) 18 7/8 (479) 9 3/16 (233) 10 (254) 380 (173)
2X3-10 2 3 2 1/2 (64) 5 1/4 (133) 20 (508) 9 1/2 (241) 10 (254) 390 (177)
3X4-10 3 4 2 5/8 (67) 6 (152) 25 (635) 11 1/2 (292) 10 (254) 430 (195)

1.5X3-13 1 1/2 3 2 3/8 (60) 5 5/8 (143) 24 (610) 11 1/2 (292) 10 (254) 460 (209)
2X3-13 2 3 2 1/2 (64) 5 3/4 (146) 24 (610) 11 1/2 (292) 10 (254) 490 (223)
3X4-13 3 4 2 5/8 (67) 6 7/8 (175) 28 (711) 13 (330) 10 (254) 520 (236)
4X6-13 4 6 2 3/4 (70) 8 1/2 (216) 30 (762) 14 (356) 10 (254) 610 (277)

DIMENSIONS

Pump 
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